SP. SDI-DV Portal..

Distribution

Part Number:
SDIDV-01

SDI-DV Portal™ is a bi-directional SDI-DV converter with embedded audio functionality, designed for video professionals working in the
field or in the studio. The embedded audio transmitter and receiver conform to SMPTE 272M-A (audio at 48kHz, synchronous to video).

SDI-DV Portal™ is the perfect traveling companion for the professional cameraman seeking a high quality, low cost means of
transcoding digital video/audio material. Keep footage digital instead of "mixing" Betacam and/or BetacamSX with signals through a
composite cable.

SDI-DV Portal™ product is based on the need for seamless NLE production utilizing the latest and greatest editing hardware and
software, while still being able to interconnect to the network and affiliates' SDI matrix and leverage exisiting, legacy equipment.

Transcode Betacam material with high quality. Perfect for taking Betacam/SX material into traveling DV edit systems.
SDI-DV Portal™ Specifications:

» |EEE-1394 bus powered (on the 6-pin port)

* 6-pin and 4-pin IEEE-1394 (Firewire) ports

» Universal power adapter (optional)

* 12V XLR Battery Input

» Dual BNC's for 10 bit SDI 1/0

» _Dual BNC's for VITC 1/O

* RS-422 Control via 9 pin D Sub (on front panel)

« _Small footprint & Low Profile design for portability
_ Bi-directional conversion

_Embedded Digital Stereo Audio at 48 KHz

~ SMPTE time code support

_VITC Support

» Seamless operation with Betacam SX equivalents to the Sony BVW-55, such as the DNW-A25
* Low Cost

* _Rugged, Lightweight Aluminum Enclosure
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Connectors, left to right:
DC Power Jack | XLR 4-pin 12V Battery Input | 6-pin 1394 | 4-pin 1394
SDI 1/O (2 BNCs) | VITC 1/O (2 BNCs)
SDI-DV Portal™ --$1,346 plus shipping and handling.
For information about how to order, email to: sales@spcomms.com
or call 1-888-713-3700 or 1-661-242-1500 to order by phone.



